
INSEP
Available for 33-240 kW 60 Hz/1800 RPM
26-185 kW/1500 RPM Marine Generators

- Allows generator exhaust system to seamlessly integrate into 
  the generator itself

- Generator set’s crucial lift muffler and gas water separator to   
   be placed entirely inside the sound enclosure saving space
            
- Water outlet and dry, cold exhaust hose are the only 
   connections necessary outside of the enclosure

- Turnkey builder installation simplifies engine room lay out 
   and maximizes space

- All components are reinforced and connected to minimize 
  machine motion-related stress

- Internal volumes and component placements have been 
  carefully designed to provide maximum protection from water 
  intrusion
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Generator Model InSep Part # Soundshield Dimensions 
(LxWxH) SS Weight

M944W3                       60 Hz/50 Hz
                                    30 kW/26 kW 05-71200 61.0 x 31.3 x 32.9 in

1549 x 795 x 834 mm
170 lbs
77kg

M1064D                        60 Hz/50 Hz
                                    40 kW/33 kW          05-79430 80.9 x 41.25 x 45.6 in

2054 x 1048 x 1159 mm
657 lbs
298 kg

M1064T1           60 Hz/50 Hz (3&1 ph)
                                    55 kW/50 kW 05-79440 80.9 x 41.25 x 45.6 in 

2054 x 1048 x 1159 mm
657 lbs
298 kg

M1064T2               60 Hz/50 Hz (3 ph)
                                    65 kW/55 kW 05-79440 80.9 x 41.25 x 45.6 in 

2054 x 1048 x 1159 mm
657 lbs
298 kg

M1064T2               60 Hz/50 Hz (1 ph)
                                    65 kW/55 kW 05-79450 80.9 x 41.25 x 45.6 in 

2054 x 1048 x 1159 mm
657 lbs
298 kg

M1064A                60 Hz/50 Hz (3 ph)
                                    92 kW/67 kW 05-79450 80.9 x 41.25 x 45.6 in 

2054 x 1048 x 1159 mm
657 lbs
298 kg

M1064H                60 Hz/50 Hz (3 ph)
                                    99 kW/90 kW 05-79450 80.9 x 41.25 x 45.6 in 

2054 x 1048 x 1159 mm
657 lbs
298 kg

M1066T                 60 Hz/50 Hz (3 ph)
                                    99 kW/80 kW 05-79645 80.9 x 41.25 x 45.6 in 

2054 x 1048 x 1159 mm
657 lbs
298 kg

M1066T                 60 Hz/50 Hz (1 ph)
                                    99 kW/80 kW 05-79650 89.9 x 40.3 x 43.5 in

2283 x 1024 x 1105 mm
725 lbs
329 kg

M1066A1         60 Hz/50 Hz (3 & 1 ph)
                                  30 kW/105 kW 05-79650 90.9 x 46.0 x 50.5 in 

2309 x 1168 x 1283 mm
798 lbs
362 kg

M1066A2              60 Hz/50 Hz (3 ph)
                                145 kW/115 kW 05-79650 90.9 x 46.0 x 50.5 in

2309 x 1168 x 1283 mm
798 lbs
362 kg

M1066A3              60 Hz/50 Hz (3 ph)
                                                       160 kW 05-79650 90.9 x 46.0 x 50.5 in

2309 x 1168 x 1283 mm
798 lbs
362 kg

M1066H                60 Hz/50 Hz (3 ph)
                                185 kW/155 kW 05-79650 90.9 x 46.0 x 50.5 in 

2309 x 1168 x 1283 mm
798 lbs
362 kg


