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M673L3/LD3 GEM Sound Enclosure
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 ITEM # DESCRIPTION ADE P/N QTY NOTES
 1. Junction box bridge cover assembly 06-78029 1 
 2. Rear panel assembly 06-08024 1
 3. Non-service side valence assembly 06-08012 1
 4. Service side valence assembly 06-08023 1
 5. Front lower valence assembly 06-08014 1
 6. Non-service side panel assembly  06-08013 1
 7. Front panel assembly 06-08016 1
 8. Seal bar assembly 06-08029 1
 9. Top panel assembly 06-08028 1
 10. Service side panel assembly 06-78010 1
 11. Sound shield wire harness 22-72026 1
 12. M8 x 12 18-8, S/S button head screw 12-70013 2
 13. M8 x 20 18-8, S/S hex head cap screw 12-00776 2
 14. M8 flat washer, S/S  15-11000 2
 15.  M8 lock washer, S/S 15-00705 4
 16. Grommet edging 44-70034 15”
 17.  Front lower valence cut-out insert sound foam 55-08003 1
 18, 45o Elbow fitting, 1/4 NPT x 1/4-45T 21-50054 2 
SPECIFICATIONS
Enclosure:
  Length (OA) 28.5 in (724 mm)
  Width 19.6 in (498 mm)
  Height 21.0 in (533 mm)
 Assembled weight (shield only)  34 lbs (15.4 kg)
Assembled weight (with generator set) 405 lbs (184 kg)
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FUEL MANIFOLD -
REMOVE HEX PLUGS AND REPLACE WITH 
TWO (2) 1/4 NPT X 1/4-45T 45 DEGREE 
ELBOWS (ITEM #18) PRIOR TO INSTALLING 
SIDE VALENCE

SIDE VIEW, SHOWN WITH ELBOWS 
AND VALENCE INSTALLED 

STEP 3.
INSTALL REAR PANEL ASSY (ITEM #2).
MOUNT REAR PANEL TO THE BASE FRAME WITH M8 BUTTON 
HEAD SCREW (ITEM #12) AND LOCK WASHER (ITEM #15). USE 
5MM HEX WRENCH AND TIGHTEN WITH HAND TOOLS ONLY. 
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See Page 3 - Forward fitting is 1/4”-45T fuel suction.  Aft fitting is 1/4”-45T fuel return 

1/4-45T 
FUEL RETURN

1/4-45T 
FUEL RETURN
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SECTION A-A

PAWL SLOT 

TOP NUT

BOTTOM NUT

STAR WASHER

LATCH SHAFT

LATCH PAWL

ALL LATCHES ARE PRE-ADJUSTED FROM FACTORY. IN THE EVENT A LATCH REQUIRES ADJUSTMENT, FOLLOW THESE STEPS:

NOTE THE INTERFERENCE, OR REASON WHY THE LATCH PAWL WILL NOT ENGAGE THE PAWL SLOT.  IF PAWL HITS SLOT BRACKET1.
OR SHELF IT MUST BE MOVED TO ALLOW PAWL TO ROTATE INSIDE SLOT.

2.        LATCH PAWL SHOULD OPERATE WITHIN SLOT FREELY WHEN LATCH HANDLE ROTATES ON REMOVAL.

3.        WITH LATCH IN CLOSED POSITION, (LATCH PAWL POINTING TOWARDS SLOT, LOOSEN THE BOTTOM NUT.  TURN TOP NUT 
TO CHANGE POSITION OF PAWL AND THEN RE-TIGHTEN THE BOTTOM NUT.  ENSURE THE NUT IS FULLY TIGHT BEFORE 
OPERATING THE LATCH. 

4.         AN IDEAL LATCH CONDITION IS WHEN THE PAWL SWINGS INTO POSITION ON CLOSING, PULLS UP AND ENGAGES THE TOP OF
THE SLOT WITH INCREASING RESISTANCE.  WHEN THE LATCH RING IS FULLY DEPRESSED THERE SHOULD BE FIRM COMPRESSION OF 
PANEL PERIMETER SEAL. 

5.      IF YOU CAN LIFT UP A CORNER OF THE TOP PANEL AND SEE A SPACE, THE LATCH IS NOT TIGHT ENOUGH. 

RING LATCH GRIP ADJUSTMENT INSTRUCTIONS

SOME MODELS USE
THIS SURFACE TO LATCH

SOUND FOAM OMITTED FOR VIEW CLARITY

06-78700 M864W3 GEM  Page 12.

12.

12





��������������������������
���
�	���������

������� �������

������


�������������
�������

�������� ���������
��������	 ���������

��������� ���������

��������

������������������������
���
�����������

�������

�����������������������������
���
��	��������

�������

�������������������������
���
�	���������

���������������
���
�	���������

������	

���������������������������
���
�����������

����������������
���
���������� ��������������

���
�	
��������

�����������������������
���
����������� ������� ���������� ������

		��	�	��������

���������� �����������������������������

�������������
���
�	���������

�
�������� ��
���������������	

�
��������� ��
����������������

�
� ����������
�	������������	

�
�������� ���������
�	�������������	

��������������������������
������������������

��������

�������������������
�������������������������

����
�����������

������������

LIT NO.: L821  9/21

Packed By : 
Date :

ITEM #18

1/4-45T 45O ELBOW FITTNG 
21-50054, QTY: 2


